
NEPAL
COMPONENTRY LOCATION

Similar to other appliances, a spa pool requires 
regular maintenance and servicing to ensure its 
optimal performance. This guide shows you the 
location of key components within the spa pool to 
help simplify the servicing and inspection process.

Click here to view:
UV-C Bulb Replacement Video

Jet Pump
High-speed pump which 
powers hydrotherapy. 
Located behind RIGHT panelsInspect Every : 3-4 Months

UV-C UltraClear
Kills bacteria using UV-C 
light rays. 
Located behind RIGHT panelsInspect Every : 3-4 Months

Controller & Heater
The brain and heating 
element. 
Located behind FRONT panelsInspect Every : 3-4 Months

Ozone Machine
Generates Ozone to assist 
sanitisation. 
Located behind FRONT panelsInspect Every : 3-4 Months

Circulation Pump
Cycles water through the 
filters and heating element. 
Located behind FRONT panelsInspect Every : 3-4 Months
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Click here to view:
Cabinet Panels Removal Video

Drain Every : 3-4 Months

Drain Valve
Attach a hose, twist and turn to 
release the flow of water 
Located behind RIGHT panels

https://www.youtube.com/watch?v=aruBome9eFs
https://youtu.be/k0jxkhmXZV8

